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1. INTRODUCTION

This classification report defines the resistance to fire classification assigned to a Metacon
rolling shutter assembly, type RGS, in accordance with the procedures given in EN 13501-
2:2016.

1.1 SPONSOR AND MANUFACTURER

Sponsor and manufacturer Metaalwarenfabriek Metacon B.V.
Handelsnaam Metacon-Next
Zuidbaan 450
2841 MD MOORDRECHT
THE NETHERLANDS

1.2 NORMATIVE REFERENCES

Table 1.1: Normative references
European standard = Part
EN 1363-1:2012 Fire resistance tests — Part 1: General requirements

EN 1634-1:2014 Fire resistance and smoke control tests for door and shutter
assemblies, openable windows and elements of building hardware —
Part 1: Fire resistance test for door and shutter assemblies and
openable windows

EN 13501-2:2016 Fire classification of construction products and
building elements - Part 2: Classification using
data from fire resistance tests, excluding
ventilation services

EN 15269-10:2011 Extended application of test results for fire resistance and/or smoke
control for door, shutter and openable window assemblies including

their elements of building hardware - Part 10: Fire resistance of steel
rolling shutter assemblies

1.3 REVISION INFORMATION

This is the first issue of the classification report.
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2. DETAILS OF CLASSIFIED PRODUCT

2.1 GENERAL
The element, Metacon RGS, is defined as a rolling shutter assembly.

For the dimensions and specifications of the materials and components of the examined
construction, also see the figures in chapter 6. Details of the assembly of the construction are
given in the paragraphs below.

2.2 DESCRIPTION

The element, a rolling shutter, type Metacon RGS, is fully described below in support of
classification listed in 4.1.

2.3 TEST SPECIMEN

The test specimen was a METACON RGS EW240 steel skin cassette vertical rolling shutter
assembly.

2.3.1 Test frame

The test frame was composed of steel profiles with a fire-resistant concrete inner frame (density
1440 kg/m3). Dimensions of the test frames used in each test can be found in the relevant test
reports.

2.3.2 Supporting construction

The door set was built in a, according to EN 1363-1, standard low density rigid supporting
construction, being an aerated concrete wall with a lintel above the aperture.

A calcium silicate board panel was placed under the door set to simulate a non-combustible
floor facing 200 mm from the bottom edges of the door surface, thickness 20 mm.

Specifications

Overall dimensions See relevant test report
Aperture 2500 x 2400 mm (w x h)
Material Aerated concrete
Density 650 kg/m? + 200 kg/m?3
Thickness 150 mm
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