
Product specification sheet Metacon-Next 

SGC EI(1) 60 / EW 120 
fire rated sliding door 
 

 
 
 
 
 
 
 
 
 
 
 
FEATURES 
 
 
Tested according     EN 1634-1, EN 1634-3 
 

Classified according     EN 13501-2, EN 13501-1 
 

CE marked according     EN 13241, EN 16034 
 

Fire classification according EN 13501-2   EI(1) 30, EI(1) 60 
   EI(2) 30, EI(2) 60 
   EW 30, EW 60, EW 90, EW 120 
 

CE certificate number     1812-CPR-1813 
 
 
Min. dimensions (opening measures)   width 500 mm, height 500 mm, opening ± 0,5 m2 
 
Max. dimensions (opening measures)  width 5.450 mm, height 6.750 mm, opening 25 m2 
 
 
Cycles max. per day                 1 cycle (manually operated version) 
       25 cycles (version with electric motor till opening 15 m2) 
       10 cycles (version with electric motor till opening 25 m2) 
 

Cycle test C3 (> 50.000 cycles) 
 
 
Opening speed      ± 140 mm/sec 
 

Closing speed  ± 60 mm/sec 
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Panels 
Height       550 mm and 147,5 mm 
 

Thickness      42 mm 
 

Weight       32 kg/m2 
 

Material composite pultrusion with fire-resistant filling, mixed white 
structure (approx. RAL 9002) 

 

Fire classification according EN 13501-1   B-s1, d0 
 

U value (theoretical insulation value)   1,99 W/m2K 
 
 
Rail system 
Measures depth 48,5 mm, height 43,5 mm 
 

Material  sendzimir galvanized steel 
 
 
Safety 
Safety adjustable speed controller with integrated adhesive 

magnet 24 V 
 
 
Installation surfaces 
Permitted installation substrates   aerated concrete, sand-lime brick, concrete, 

masonry, fire-resistant steel construction 
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OPTIONS 
 
Indoor/outdoor application possible   no 
 
 
Smoke proof classification according EN 1634-3  Sa 
 
 
Freewheel systeem  manual version, movement independent from 

counterweight 
 
 
Electrically operated version 400 V   up to opening 15 m2; 

 - electric opening and closing (± 140 mm/sec) 
 - gravitational closing speed (± 60 mm/sec) 
 - classification C3 (> 50.000 cycles) 
 - recommended max. frequency of use at 25 cycles 
    per day 

 

up to opening 25 m2; 
 - electrical opening (± 100 mm/sec) 
 - gravitational closing speed (± 60 mm/sec) 
 - classification C2 (> 10.000 cycles) 
 - recommended max. frequency of use at 10 cycles 
    per day 

 
 
Explosion proof (ATEX) version   marking according directive ATEX 114 - 2014/34/EU  

equipment group II for aboveground installation 
temperature class T3 - 190°C 
only possible with manually operated version 

 
 
Optional color panels by coating  various RAL, NCS, Sikkens colors (gloss level ± 40%, layer 

thickness 80 to 100 mu) 
 

Optional color panels by wrapping RAL 9002, RAL 9006, RAL 7016, RAL 3000 (gloss level ± 
70%) (only for indoor application) 
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OPERATION (manually operated version) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

type Linnig SB 3.3.1 
measures diameter 94 mm, length 110 mm 
adhesive magnet 24 V 
power 2,15 W 
max. holding torque 8,9 N 
max. closing force 150 N 
protection class IP 50 
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OPERATION (electrical motor and control box) 
 

 
        Specifications motors 

type Linnig SB 2.4.1.1. 
measures width 152 mm, height 301 mm, depth 178 mm 
adhesive magnet 24 V 
connection voltage 400 V - 0,7 A - 50 Hz 
max. rated toque 12,9 N 
max. closing power 200 N 
protection class IP 54 

 
 
        Specifications of the Metacon-Next FireRoll V1 (400V)  

type specification 

Weight 3 kg 
Height 360 mm 
Width 254 mm 
Depth 110 mm 
Electricity consumption max. 2,2 kW 
Nutrition 3N~400Vac +/-10%, 50/60 Hz 
Fuse FS 1 max. 6.3 A slow  |  FS 2 max. 1.6 A slow 
Engine power max. 2.2 kW 
Brake 24 Vdc 
Control voltage 24 Vdc 
Control power 225 mA 
External power supply 24 Vdc 
External power supply current max. 675 mA 
Relay outputs potential-free changeover contacts 
Load relay outputs max. ohmic load = 1 A / Max. inductive load = 1 A 
Protection class IP 40 
Ambient temperature +5...+40°C 
Relative humidity max. 93% (non-condensing) 
Vibration vibration-free mounting (e.g. brick wall) 

 


